TRULY
@ keetronics® ey W APE
(India) Pvt. Ltd. g Il BHARAT

i (3R . fa.

FRONT MOUNT ENCLOSURE & CONTROL SOLUTIONS

Bezel Mounted Displays

Rugged Front Mount Industrial Monitors

High-performance bezel mounted LCD displays and touchscreen monitors engineered for fast, secure
front-mount integration into control cabinets, system panels, and electronic enclosures. Built with a
rugged, oversized front bezel featuring front-accessible mounting holes or rear stud arrays, these
monitors create a professional, flush-fitting HMI on any console panel. Supporting industrial video
interfaces (HDMI, DisplayPort, VGA) and designed for harsh environments with front IP65 ingress
protection gaskets, they are ideal for industrial rackmount systems, automated production lines, process
instrumentation, and dashboard panels.

v Front Stud or Flange Mount
v Oversized Protective Bezel
v 5-Year Lifecycle Support

Key Highlights

s N
10.4" to 27"+ Front Studs / Bezel 1000:1 Up to 1500 nits
Display Range Mounting Configs Contrast Ratio High Brightness Options
N J
s N
IP65 Bezel Gasket
Standard Front Seal
N J
Note: Our displays are designed to meet applicable test requirements; final compliance depends on integration and validation within the complete
system.
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Premium Bezel Mounted Display Features

Oversized Front Bezel

Includes a structural aluminum bezel that
overlaps raw cutout edges for a clean front
aesthetic.

Industrial A/D Board

Rugged video drive controller card with HDMI,
DisplayPort, and VGA inputs supporting stable
24/7 runtimes.

IP65 Perimeter Seal

Standard closed-cell foam or silicone gasket
behind the bezel blocks fluids and dust from
penetrating the cabinet.

Front Stud Mounting

Features integrated threaded studs or mounting
holes around the bezel perimeter for front
attachment.

Lifecycle Form Factor Lock

Maintains identical bezel dimensions, mounting
patterns, and cutout requirements for 5+ years to
avoid re-engineering costs.

Integrated Touch Screens

Supports projected capacitive (PCAP) or 5-wire
resistive touch panels laminated directly to the
LCD.

Mechanical Rigidity

Mounting display monitors from the front of an enclosure or control console provides significant
installation and maintenance advantages. Unlike open frame displays that require access from the rear,
our bezel mounted displays slip directly into your panel cutout from the front and are secured using
mounting studs or screw holes along the bezel. This front-mount design hides the raw edges of the panel
cutout, ensuring a clean, modern aesthetic. An integrated rubber gasket behind the bezel compresses
against the cabinet face to provide IP65-rated splash and dust protection. Keetronics ensures long-term
lifecycle support, keeping mounting patterns and bezel dimensions consistent for years to come.

v Built-in rear bezel gasket for IP65/NEMA 4 water-tight seal protection

v Front-accessible screw mounting for easy installation and swap-out

v High-strength steel housing with rugged aluminum or stainless steel front bezel
v OEM-specific AD card firmware customized to boot automatically on power-up
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Technical Specifications

Mechanical & Mounting

Mounting Config Front screw studs / Bezel mounting holes
Front Bezel Heavy-duty anodized aluminum

Ingress Seal Integrated rear-bezel IP65 foam/silicone gasket
Chassis Casing Cold rolled steel / Powder coated
Form-Factor Lock 5-year guaranteed consistency

Display & Panel

Panel Tech Active matrix TFT / IPS LCD
Screen Sizes 10.4" to 27" standard (Up to 55")
Brightness Output 300 to 1500+ nits options
Contrast Ratio 1000:1 typical bonded static
Viewing Angles 178° H/178° V typical

Electrical & Video

Video Inputs HDMI, DisplayPort, VGA, DVI-D

Power Inputs 12V DC default, 9V to 36V wide option
OSD Controls Rear panel buttons / External OSD card
PCBA Coating Acrylic conformal coating standard
Power Save VESA DPMS standard power mode

Options & Custom

Touch Interface PCAP (USB/I2C) or Resistive (USB)

Cover Glass Type Chemically strengthened 1.8-4.0mm

Optical Lamination LOCA index-matched display bonding
Backlight Dimming Potentiometer or auto ambient sensor
Custom Styling Custom powder coating and bezel dimensions

'Devgiri’, Kothrud Industrial Estate, Near Karishma Society, Kothrud, Pune - 411038, Maharashtra, Bharat.

020 6725 7114, +91 96898 95665/58 | www.keetronics.com | enquiry@keetronics.com & info@keetronics.com



® TRULY
€ keetronics e M MADE
(India) Pvt.Ltd.
Fgifra (&fear) . . s M BHARAT
Bezel Mounted Display Connectivity
VIDEO HDMI / DP Inputs
Flexible connections to host controllers, Single Board Computers, and industrial PCs.
MOUNT  Front Studs / Bezel
Secure panel mounting offering bolt hole alignment for compression bezel sealing.
POWER 9V-36V DC Input
Wide range voltage input options for vehicle and industrial power grid spikes.
ToucH PCAP / Resistive USB
Dynamic touch controllers connecting via USB or 12C interfaces for smooth controls.
Tailor-Made Module Modifications
° Custom Bezel Styles ° High Brightness LEDs
Specific bolt hole spacings or clean flush bezels designed Daylight readable backlight upgrades up to 1500 nits with
to fit pre-existing enclosures. thermal heat sinks.
° Remote OSD Keypad ° AR / AG Cover Glass
External wired keypad to adjust brightness, contrast, and Anti-reflective or anti-glare front glass bonded to improve
inputs from outside the enclosure. contrast under bright lighting.
° Wide Range DC Input ° Custom Bezel Finishes
9V to 36V DC power regulators designed to protect Brand customization with anodized finishes, custom
against voltage spikes and noise. colors, and silk-screened company logos.
Applications
Industrial Control Rooms Process Machinery Cabinets Rackmount System Panels
Ticketing & Info Kiosks Food & Beverage HMIs Marine Dashboards
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