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OEM KIOSK & CONSOLE INTEGRATION SOLUTIONS

Open Frame Displays
Custom OEM Integration Monitors

High-performance open frame LCD displays and touchscreen monitors engineered for seamless
integration into custom enclosures, kiosks, industrial consoles, and medical equipment. Built without a
front bezel, these monitors feature versatile mounting configurations including adjustable side flanges,
rear VESA mounts, and flush-mounting brackets. Supporting wide-temperature active-matrix panels
(IPS/MVA) with industrial A/D controller boards (HDMI, DisplayPort, VGA), our open frame designs can be
customized with front IP65 sealing gaskets, protective glass laminations, or integrated touch screens
(PCAP/Resistive). Ideal for ticketing kiosks, ATM terminals, gaming cabinets, medical instrumentation
consoles, and marine vessel dashboards.

✓ OEM & Kiosk Friendly
✓ Side Brackets & VESA
✓ 5-Year Lifecycle Support

Key Highlights

10.4" to 27"+
Display Range

Rear & Side
Bracket Mounts

1000:1
Contrast Ratio

Up to 1500 nits
High Brightness Options

IP65 Gasket
Optional Front Seal

Note: Our displays are designed to meet applicable test requirements; final compliance depends on integration and validation within the complete
system.
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Premium Open Frame Display Features

Bezel-Free Design
No front bezel, designed to sit flush behind a
custom bezel, cabinet faceplate, or console
cutout.

Versatile Mounting
Includes multi-point side-bracket mount flanges,
rear VESA holes, and rear clamp options for
secure installation.

Industrial A/D Board
Rugged video drive controller card with HDMI,
DisplayPort, and VGA inputs supporting stable
24/7 runtimes.

Lifecycle Form Factor Lock
Maintains identical mechanical shell boundaries
and mount spacings for 5+ years to avoid costly
console re-designs.

IP65 Perimeter Seal
Optional closed-cell foam or silicone gasket
sealing the chassis perimeter to block dust and
fluids behind faceplates.

Integrated Touch Screens
Supports projected capacitive (PCAP) or 5-wire
resistive touch panels laminated directly to the
LCD.

Mechanical Flexibility

Integrating display monitors into existing control consoles, ticketing kiosks, or medical equipment requires
mechanical flexibility. Standard desktop or panel-mount monitors cannot fit behind custom cutouts
without complex retrofitting. Our industrial open frame displays provide the ultimate flexibility for OEM
system integrators. By removing the front bezel, the display can mount directly against the inside face of
your panel, leaving a perfectly flush screen. We provide adjustable side brackets that can slide along the
depth of the metal chassis, accommodating different console plate thicknesses. With a solid steel casing
and a long-term supply lock on display modules, Keetronics ensures that your integration design remains
unchanged for years to come.

✓ Custom bracket depth adjustment for varying panel thicknesses
✓ Integrated front seal gasket for IP65/NEMA 4 splash protection
✓ Rugged steel chassis protecting sensitive driver electronics
✓ OEM-specific AD card firmware customized to boot on power-up
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Technical Specifications

Mechanical & Mounting

Mounting Config Adjustable side flanges, rear VESA

Chassis Casing Cold rolled steel / Powder coated

Ingress Seal Optional closed-cell IP65 gasket

Bezel Design 0mm front bezel-free profile

Form-Factor Lock 5-year guaranteed consistency

Display & Panel

Panel Tech Active matrix TFT / IPS LCD

Screen Sizes 10.4" to 27" standard (Up to 55")

Brightness Output 300 to 1500+ nits options

Contrast Ratio 1000:1 typical bonded static

Viewing Angles 178° H / 178° V typical

Electrical & Video

Video Inputs HDMI, DisplayPort, VGA, DVI-D

Power Inputs 12V DC default, 9V to 36V wide option

OSD Controls Rear panel buttons / External OSD card

PCBA Coating Acrylic conformal coating standard

Power Save VESA DPMS standard power mode

Options & Custom

Touch Interface PCAP (USB/I2C) or Resistive (USB)

Cover Glass Type Chemically strengthened 1.8-4.0mm

Optical Lamination LOCA index-matched display bonding

Backlight Dimming Potentiometer or auto ambient sensor

Custom Styling Custom powder coating and dimensions
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Open Frame Display Connectivity

VIDEO HDMI / DP Inputs
Flexible connections to host controllers, Single Board Computers, and industrial PCs.

MOUNT Side Flange & VESA
Secure chassis mounting offering side flange sliding adjustments for flush panel integration.

POWER 9V-36V DC Input
Wide range voltage input options for vehicle and industrial power grid spikes.

TOUCH PCAP / Resistive USB
Dynamic touch controllers connecting via USB or I2C interfaces for smooth controls.

Tailor-Made Module Modifications

Custom Mounting Tabs
Specific tab positions designed to match pre-existing
chassis holes or console studs.

High Brightness LEDs
Daylight readable backlight upgrades up to 1500 nits with
thermal heat sinks.

Remote OSD Keypad
External wired keypad to adjust brightness, contrast, and
inputs from outside the enclosure.

AR / AG Cover Glass
Anti-reflective or anti-glare front glass bonded to improve
contrast under bright lighting.

External Power Supplies
Medical-certified or industrial-grade AC/DC adapters with
locking DC plugs.

Sealed Front Gaskets
Custom thickness neoprene or silicone gaskets preventing
fluid seepage behind cutouts.

Applications

Self-Service Kiosks ATM Terminal Bezels Medical Instrument HMIs

Gaming & Slot Machines Industrial Machinery HMIs Marine Console Panels


